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PSDS - Product Safety Data Sheet

Rigid PVC Sheet
Date of issue: April 20t 2004
Updated: December 11" 2008

PALRAM urges the recipient of this Product Safety Data Sheet to study it carefully to become aware of hazards, if any, of
the product involved. In the interest of safety you should (1) notify your employees, agents and contractors of the
information on this sheet, (2) furnish a copy to each of your customers for the product, and (3) request your customers to
inform their employees and customers as well.

1. Identification of the Article and the Company

1.1. Identification of the Article

Trade Names g PALRUF®, PALCLEAR™, PALOPAQUE™, PALDOOR™, PALCLAD™, AG-TUF™, WALLTUF™,
HYG (HYGIENIC) PRODUCTS

Product Name : Rigid Polyvinyl Chloride sheets

Material Name g Polyvinyl Chloride Homopolymer

CAS Number g 9002-86-2

UN Number g None

ACX Number 3 X1007407-8

RTECS g KV0350000

Material Synonyms: PvC

NFPA Ratings . Health=1, Fire=0, Reactivity=0

2. Composition / Information of Ingredients

Tin stabilized PVC sheets, 2.5% by weight tin-maleate or tin-mercaptide based stabilizer.
Pigments and additives used to enhance specific properties are encapsulated in the polymer resin matrix.
No solvents. No plasticizers. No cadmium, lead, or other heavy metals used.

3. Hazards Identification

No particular hazards known.
3.1. Health Hazard Data

3.1.1 Effects of a Single Overexposure

Swallowing g non-relevant

Skin absorption : non-relevant

Inhalation 3 non-relevant

Skin contact g exposure is not expected to cause adverse health effects
Eye contact : non-relevant

3.1.2 Effects of a Repeated Overexposure - None currently known

3.1.3 Medical Conditions Aggravated by Overexposure - None currently known
3.1.4 Other Effects of Overexposure - None currently known
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4, First Aid Measures

In general handling the material will not cause accidents.
4.1.Inhalation

Route of entry - inhalation: No
If exposed to combustion fumes in high concentration - bring victim to fresh air. Medical attention needed.

4.2.Ingestion
Route of entry — ingestion: No
4.3, Skin Contact

Burns resulting from accidental contact with molten material must be flushed immediately with cold water.
Do not remove the polymer from the skin. Medical attention needed.

4.4, Skin Absorption

Route of entry — skin: No

4.5.Eye Contact

Like any foreign body, can cause mechanical irritation. Consult physician.
4.6. Notes for Physician

There are no specific notes.

5. Fire Fighting Measures

5.1. Extinguishing Media

Water spray or CO2. CO; is less recommended due to lack of cooling capacity.
5.2. Extinguishing Media To Avoid

No information currently available.

5.3. Special Fire Fighting Procedures

Personnel without suitable respiratory apparatus should leave the affected area to prevent exposure to toxic or
combustible gases.

5.4. Special Protective Equipment for Firefighters
Positive-pressure self-contained breathing apparatus, protective closing, gas mask approved for acid vapours.
5.5. Unusual Fire and Explosion Hazards

PVC is a self extinguishing fire retardant material, that being exposed to open fire and high temperatures decomposes
emitting large quantities of HCI, which tends to extinguish the flames. It does not continue to burn after ignition without
an external fire source. HCl has a strong acidic odor that causes sensory alert at very low concentrations. HCl odor
threshold = 0.77 ppm. Exposure to high concentrations of HCI will cause irritation of the respiratory passages, at very
high concentrations may cause burns to mucous membranes. OSHA legal airborne PEL is 5 ppm, not to be exceeded at
any time. ACGIH recommended airborne exposure limit is 5 ppm, which should not be exceeded at any time. Soot
emitted when PVCis forced to burn may obscure visibility.

6. Accidental Release Measures

No special precautions and no personal protective equipment needed. Collect mechanically for disposal.

7.Handling and Storage

7.1. Handling
General handling precautions

Avoid mechanical contact with eyes.
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